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Curved Surface Glass Forming Machine
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B Recently the market of curved glass is growing rapidly, such curved glasses are mainly used for the car-mounted devices

(such as Head-up Display,Console Panel,Instrument Panel),Smart Phones, and Wearable Devices(Eyeglasses,Watches and etc.).

Our curved surface glass forming machine can realize glass bending with high accuracy and high quality, and can achieve highly efficient
quantity output.Suitable widely from the sample making with small quantity to the quantity production, under 24-inch of the work-size is available.
Our curved surface glass forming machine has 3 series for 7inch,14inch and 20inch and available to customize.
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Options

Comparison between traditional forming method and New Reheat Press i
EREE

Curved Surface Glass Forming Machine) as follows

BEROBAFESFHBRESR GEREEEEREY) BRENT; 1. ASZWEORY b (BEIERORENE)
2. 1% 2% (Take Black Gll) HENEGREE

H Cost H Quality f P
+ (Mass productivity, Efficiency) E (Specularity, Accuracy) 1. Robot arm for feedmg and takmg out

(with automatic positioning device)
2. Automatic coating device for special coating material

Mold Press (Take Black G1I).

Direct Press LERBHAIRT (EHaREEE)
2 FHAR (TakeBlackGll) BFAHEE

Reheat Press

New Reheat Press /

<Specifications(7inch)>

| .Curved Surface Glass Forming Machine II.Control Panel
Dimentions | 2200Lx1600Wx1800H mm Dimentions | 730Dx1200Wx1600H mm
Weight i 900kg Weight i 300kg
- wa N
Dimentions . Max.180x110mm "IUtlllty -
Quantity Upper Mold 1Pcs, Lower Mold 1Pcs Power Supply AC200V 3 Phase 11KVA
CompresadAc
Rating Thrust | Max.11KN Pressure Max. 0.5MPa
Flow Rate i Max. 50L/min.

Position Accuracy : *0.02mm

Load Accuracy +3% of LoadSells Rating Load(10KN)

Nitrogen Gas
Pressure ! Max. 0.5MPa
! Max. 20L/min.

System ! Hydraulic Servo

Heating Flow Rate

Cooling Water
Max. 10L/min.

Infrared Heater

10kw

About 2000~2200°C Y > 7 W aAEERUE9])]
Vacuum Sample manufacturing'acceptable?
Ultimate Pressure | 1.3kPa(abs) ESAZRREIER.

System

Flow Rate

Output

Coil Temperature :
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